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ARTICLE OR SUBJECT WITHOUT WRITTEN

PERMISSION FROM COTI GLOBAL SENSORS, INC.
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PERFORMANCE SPECIFICATIONS:

1. CAPACITIES: 30t (66K), 56K   (LB).

 2. RATED OUTPUT: 2.00 mV/V ±0.25%.

3. SAFE OVERLOAD: 150% FS.

4. EXCITATION VOLTAGE: 10V AC/DC (15V MAX).

 5. INPUT RESISTANCE: 380 ±10Ω.

 6. OUTPUT RESISTANCE: 350 ±5Ω.

 7. ZERO BALANCE: ±1.00% FS.

8. SEAL TYPE: HERMETICALLY SEALED IP67.

 9. NON-LINEARITY: ±0.03% FS.

10. HYSTERESIS: ±0.02% FS.

11. REPEATABILITY: ±0.01% FS.

12. CREEP: ±0.02% FS (IN 30 MINUTES).

13. NTEP RATED.

14. CLASS IIIL, 10,000 DIVISION, MULTIPLE CELL.

15. COMPENSATED TEMPERATURE RANGE: 0°C - 30°C.

16. TEMPERATURE EFFECT ON ZERO: ±0.0027% FS/°C.

17. TEMPERATURE EFFECT ON OUTPUT: ±0.0015% FS/°C.

18. INSULATION RESISTANCE: 5000 MEGOHMS.

19. LOAD CELL CABLE: 4-22AWG, Ø6.8MM, BRAIDED, 50FT.

20. LOAD CELL WIRING:

GRN  (+EXC)

BLK   (-EXC)

WHT (+SIG)

RED  (-SIG)

BRAID/YELLOW: SHIELD

21. FM APPROVED.
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RATED

CAPACITY

DIMENSION

A B C D E F G H J K L M N P Q R S T U V W X

30t 7.56 3.00 1.46 2.88 2.34 3.78 1.62 1.00 2.88 3.88 2.00 0.38 - - - - - - - - -

656A - - - - - - - - - - - - 3.75 2.46 1.50 1.25 - - - - - -

657 - - - - - - - - - - - - - - - 4.13 1.69 1.50 2.46 2.25 M10x1

659 - - - - - - - - - - - - - - - - - - - 1.89 0.38 M10x1
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56K 7.56 3.00 1.46 2.88 2.34 3.78 1.62 1.00 2.88 3.88 2.00 0.38 - - - - - - - - -


