
FEATURES

The Triple Click Call feature allows the operator to 
recall PLU s by Triple-clicking the speed key

The  Pole Type comes equipped with a total of 168 
Speed Keys.

PRINTER & LABEL CARTRIDGE

LABEL PRINTING SCALE

The Dot-matrix LCD with backlight display is used to 
display Tare, Weight, Unit Price and Total Price,  PLU 
names and so on.

DISPLAY 

PLU KEYS

Achieve print speeds up to 100 mm/sec and 
printing resolution of 202 dpi for clear labels. 
The removable label cartridge makes user 
easy to quickly reload labels. Designed for 
simplicity.

LABEL FORMATS

The DLP-300 comes with 32 preset common label 
formats stored in memory. Up to 67 more custom label 
formats can be added using the label editing function of 
the XDB-Manager software program. Various die cut or 
continuous label sizes up to 150mm in length can be 
used.

30lb & 60lb Capacity Dual Interval
 20,000 PLU Including Ingredients Function
WiFi & Ethernet Connection
32 Standard Label Formats

  & 67 Customer Design Label Formats
Legal For Trade - # 17-054 
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FEATURES

PLU Editor

Easy PLU Manage
ment control for all 
scales. PLU’s can 
be imported and 
exported easily

Compatible with Microsoft Windows

Label Editor

Create and edit custom 
label formats. Easily 
download your custom 
labels to the scales.

LABEL PRINTING SCALE LABEL PRINTING SCALE

XDB-MANAGER - PC SOFTWARE

The XDB-Manager software program allows you to create and edit PLUs, program store 
information, design custom labels and unique keyboard layouts and much, much more.

FEATURES

DB-Manager Software Package Included

  - Compatible with Microsoft Windows

  

SPECIFICATIONS DIMENSIONS

eypad Editor

Setup and download 
custom keyboard 
designs..
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