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8S .5000-28UNEF .406 1.390 .532 .5000-28UNEF 1.094
10S .6250-24NEF .406 1.468 .628 .5000-28UNEF 1.094
10SL .6250-24NEF .406 1.468 .755 .6250-24NEF 1.094
12S .7500-20UNEF .422 1.468 .755 .6250-24NEF 1.094
12 .7500-20UNEF .656 1.843 .755 .6250-24NEF 1.532
14S .8750-20UNEF .391 1.468 .882 .7500-20UNEF 1.094
14 .8750-20UNEF .625 1.843 .882 .7500-20UNEF 1.532
16S 1.0000-20UNEF .391 1.468 1.010 .8750-20UNEF 1.094
16 1.0000-20UNEF .625 1.843 1.010 .8750-20UNEF 1.532
18 1.1250-18NEF .625 1.938 1.137 1.0000-20UNEF 1.532*
20 1.2500-18NEF .625 1.844 1.264 1.1875-18NEF 1.532*
22 1.3750-18NEF .625 1.938 1.392 1.1875-18NEF 1.532*
24 1.5000-18NEF .625 1.969 1.519 1.4375-18NEF 1.532*
28 1.7500-18NS .625 2.188 1.774 1.4375-18NEF 1.532*
32 2.0000-18NS .625 2.157 1.996 1.7500-18NS 1.532*
36 2.2500-16UN .625 2.219 2.251 2.0000-18NS 1.532*
40 2.5000-16UN .625 2.188 2.506 2.2500-16UN 1.532*
44*** 2.7500-16UN .625 2.521 3.135 2.5000-16UN 1.782**

MS/Standard
MS3101A
cable connecting plug

 * Increase Z dimension by .312 for size “0” contact only.
** Increase Z dimension by .062 for size “0” contact only.
***Available in proprietary version only.
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8S .5000-28UNEF .391 .672 .297 .562 .375 .594 .875 .120 .422
10S .6250-24NEF .391 .672 .297 .562 .500 .719 1.000 .120 .422
10SL .6250-24NEF .391 .672 .297 .562 .625 .719 1.000 .120 .422
12S .7500-20UNEF .450 .672 .297 .562 .625 .812 1.094 .120 .422
12 .7500-20UNEF .625 .860 .484 .750 .625 .812 1.094 .120 .672
14S .8750-20UNEF .450 .672 .297 .562 .750 .906 1.188 .120 .422
14 .8750-20UNEF .625 .860 .484 .750 .750 .906 1.188 .120 .672
16S 1.0000-20UNEF .450 .672 .297 .562 .875 .969 1.281 .120 .422
16 1.0000-20UNEF .625 .860 .484 .750 .875 .969 1.281 .120 .672
18 1.1250-18NEF .625 .891 .453 .750 1.000 1.062 1.375 .120 .641*
20 1.2500-18NEF .625 .891 .453 .750 1.125 1.156 1.500 .120 .641*
22 1.3750-18NEF .625 .891 .453 .750 1.250 1.250 1.625 .120 .641*
24 1.5000-18NEF .625 .953 .453 .812 1.375 1.375 1.750 .147 .578
28 1.7500-18NS .625 .953 .453 .812 1.625 1.562 2.000 .147 .578*
32 2.0000-18NS .625 1.031 .438 .875 1.875 1.750 2.250 .173 .500*
36 2.2500-16UN .625 1.031 .438 .875 2.062 1.938 2.500 .173 .500*
40 2.5000-16UN .625 1.031 .438 .875 2.312 2.188 2.750 .173 .500*
44*** 2.7500-16UN .625 1.063 .543† .875 2.594 2.375 3.000†† .173 .768**
48*** 3.0000-16UN .625 1.063 .543† .875 2.812 2.625 3.250†† .209 .769**

MS/Standard
MS3102A or C
box mounting receptacle

* Increase Z dimension by .312 for size “0” contact only.
** Increase Z dimension by .062 for size “0” contact only.
***Available in proprietary version only.
† +.020 –.030
†† ±.020



L

Z

J

V
Thread

A
Thread

Q

Shell
Size

A
Thread

Class 2B
J

±.005
L

±.030

Q
Dia.
Max.

V
Thread

Class 2A
Z

±.045

8S .5000-28UNEF .531 .859 .741 .5000-28UNEF .562
10S .6250-24NEF .531 .937 .869 .5000-28UNEF .562
10SL .6250-24NEF .531 .937 .946 .6250-24NEF .562
12S .7500-20UNEF .531 .937 .995 .6250-24NEF .562
12 .7500-20UNEF .719 1.124 .995 .6250-24NEF .812
14S .8750-20UNEF .531 .937 1.123 .7500-20UNEF .562
14 .8750-20UNEF .719 1.124 1.123 .7500-20UNEF .812
16S 1.0000-20UNEF .531 .937 1.250 .8750-20UNEF .562
16 1.0000-20UNEF .719 1.124 1.250 .8750-20UNEF .812
18 1.1250-18NEF .719 1.219 1.333 1.0000-20UNEF .812*
20 1.2500-18NEF .719 1.125 1.461 1.1875-18NEF .812*
22 1.3750-18NEF .719 1.219 1.588 1.1875-18NEF .812*
24 1.5000-18NEF .719 1.251 1.715 1.4375-18NEF .812*
28 1.7500-18NS .719 1.470 1.968 1.4375-18NEF .812*
32 2.0000-18NS .719 1.439 2.209 1.7500-18NS .812*
36 2.2500-16UN .719 1.500 2.463 2.0000-18NS .812*
40 2.5000-16UN .719 1.469 2.719 2.2500-16UN .812*
44*** 2.7500-16UN .719 1.818† 3.084 2.5000-16UN 1.063**
48*** 3.3000-16UN .719 1.818† 3.354 3.0000-16UN 1.063**

MS/Standard
MS3106A
straight plug

 * Increase Z dimension by .312 for size “0” contact only.
** Increase Z dimension by .062 for size “0” contact only.
***Available in proprietary version only.
† +.020 –.030


