SPECIFICATIONS T96 & T496
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T96/T496

,/ Stainless Steel Construction. J Reliable-Durable-Precise

JAvailable in capacities Q/ Includes 35ft. 4 cond. cable

From 500 — 2K 1b.
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SPECIFICATIONS T96 & T496

FERFORMANCE SPECIFICATIONS:

I, CAPACITIES: Sk, 10K, 15, 20K, & S0K LB
2, RATED OQUTPUT: 200 mv/Y 213

4 BAFE UVERLIAL 1508 5

4, EXCITATION WOLTAGE: 10-13% ACADC

<, BREIDGE REZISTAMIE 240 [HM:
5
r
8
E

. LERLD HALANCE! OO F3
. SEAL TYPL: HERMETICALLY SEALED
. HOW-LINEARITY 2003% F3
, HYSTERESLS 20028 F 3
LD, COMPEMEATED TEMFIRATURE RANOE: -L0°C - +30°C
Ll TEWPERATURE EFFECT OM ZERD 20.0ZXF5/L0°C
12, TEMPEEATURE EFFECT OM OUTFUT: 2QOEXFESLOC
13, IMSULATION RESLIESTAMCE: »35000 MEGOHME
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Lfg=14KF]

Rated
Capacity

500 - 2k Both ends 1/2-20UNFx.50DP
5k—10k | 5.31 | 4.00  1.00 | 471 | 0.56 | 2.94 | 2.38 3/8-24 UNF x.62deep
15k—-50k | 7.12 | 450 | 1.25 | 6.30 | 0.75 | 3.26 | 2.38 3/8-24 UNF x.62deep
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