
Fax-on-Demand 
(800) 726-7099, Press 2 / (408) 263-2278 
Document #1013 
www.andweighing.com 
 
 

       

1555 McCandless Drive 
Milpitas, CA 95035, USA 

Toll Free:  (800) 726-7099 
Phone:  (408) 263-5333 

Fax:  (408) 263-0119 

 

FS-i Series   
Checkweighing Scale 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features
     

• Large bright comparator lights  

• Three Resolution Levels 

• Easy to read backlight LCD display  

• 3-function analog sweep display  

• 100 item data memory  

• Preset Tare  

 

• lb, kg, lb-oz, and oz units  

• Rechargeable battery (SLA) option  

• Stainless steel construction  

• NSF Certified 

• RS-232/Comparator Output Option 
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FS-i Series Specifications 

Specifications are subject to change without notice. 
 
Options and Accessories: 
HC-06i  Rechargeable Battery Pack 
FS-01i  Wall Mount Bracket 
FS-03i  RS-232 / Comparator Output 
 
 

 

  FS-6Ki FS-15Ki FS-30Ki 
Capacity 6 15 30 

0.0005 0.001 0.002 
0.001 0.002 0.005 

kg 
Resolution 

0.002 0.005 0.01 
Capacity 6000 15000 30000 

0.5 1 2 
1 2 5 

g 
Resolution 

2 5 10 
Capacity 15 35 70 

0.001 0.002 0.005 
0.002 0.005 0.01 

lb 
Resolution 

0.005 0.01 0.02 
Capacity 240 560 1120 

0.02 0.05 0.1 
0.05 0.1 0.2 

oz 
Resolution 

0.1 0.2 0.5 
Capacity 15 35 70 

lb-oz 
Resolution 0.1 0.2 0.5 

Display 7 Segment LCD (18.6 mm Height) with backlight + Analog Sweep 
Display with Backlight 

Display Update 10 Times per Second 

Power Supply AC Main (100V - 240V) or SLA Battery (Option) Battery Life: 
Approx. 80 h (with no backlight, lamp, or interface) 

Operating Temp. -10ºC - 40ºC / 14ºF - 104ºF, less than 85% R.H. 

Weight (Approx.) 8.1 kg / 17.9 lb 14.9 kg / 32.8 lb 

Weighing Pan Size 250 x 250 mm / 9.8 x 9.8 in. 380 x 380 mm / 
15.0 x 11.8 in. 


